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ACETONE
CAS #: 67-64-1

PRODUCT TRADE NAME: ACETONE TECHNICAL GRADE

INDUSTRY STANDARD: GOST 2768-84

USE OF THE CHEMICAL: AS A SOLVENT; FOR THE PRODUCTION OF ACETONE CYANOHYDRIN

SUPPLIER DETAILS: WESPECH PTE. LTD., 8 EU TONG SEN STREET, #14-94, THE CENTRAL, SINGAPORE (059818)

MANUFACTURER DETAILS: UFAORGSINTEZ, UFA, RUSSIA 450037 OR RNPK, JUZHNYJ PROMUZEL 8, RJAZAN, RUSSIA
390011

HANDLING, STORAGE, TRANSPORT AND SAFETY: AS INDICATED IN THE SAFETY DATA SHEET

PHYSICAL AND CHEMICAL PROPERTIES:

## PARAMETER

NORMAL VALUE

PREMIUM
GRADE FIRST GRADE SECOND GRADE

1 APPEARANCE
CLEAR
COLORLESS
LIQUID

CLEAR
COLORLESS
LIQUID

CLEAR COLORLESS
LIQUID

2 ACETONE CONCENTRATION, % BY
WEIGHT ≥ 99,75 ≥ 99,5 ≥ 99,0

3 DENSITY AT 20°C, GRAM/CUBIC
CENTIMETER 0,789-0,791 0,789-0,791 0,789-0,792

4 WATER CONCENTRATION, % BY
WEIGHT ≤ 0,2 ≤ 0,5 ≤ 0,8

5 METHANOL CONCENTRATION, %
BY WEIGHT ≤ 0,05 ≤ 0,05 NO REGULATION

6
ACIDS CONCENTRATION, % BY
WEIGHT, EXPRESSED AS ACETIC
ACID

≤ 0,001  ≤ 0,002  ≤ 0,003  



7 POTASSIUM PERMANGANATE
OXIDATION STABILITY, HOURS ≥ 4 ≥ 2 ≥ 0,75


