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ISOPENTANE DEHYDROGENATION RESIDUE C5-C8
CAS #: COMPLEX COMBINATION OF HYDROCARBONS 504-60-9, 71-43-2, ETC.

PRODUCT TRADE NAME: LIQUID USED HYDROCARBONS

INDUSTRY STANDARD: TU 2411-027-73776139-2012, TU 2211-073-16810126-2002

USE OF THE CHEMICAL: AS A COMPONENT OF HEATING OIL; FOR DISSOLUTION OF HEAVY HYDROCARBONIC PITCHES;
IN DEPARAFFINIZATION OF OIL WELLS; ETC.

SUPPLIER DETAILS: WESPECH PTE. LTD., 8 EU TONG SEN STREET, #14-94, THE CENTRAL, SINGAPORE (059818)

MANUFACTURER DETAILS: SINTEZ-KAUCHUK, TEHNICHESKAJA 14, STERLITAMAK, RESPUBLIKA BASHKORTOSTAN,
RUSSIA 453110

HANDLING, STORAGE, TRANSPORT AND SAFETY: AS INDICATED IN THE SAFETY DATA SHEET

PHYSICAL AND CHEMICAL PROPERTIES:

## PARAMETER
NORMAL VALUE

GRADE A GRADE B GRADE V

1 APPEARANCE FROM LIGHT BROWN TO DARK BROWN
COLOR

2 FLASH POINT IN CLOSED CUP MIN, °C MINUS 53

3 DENSITY AT 20°C, G/SM3 0,68 ÷ 0,93

4 FRACTIONAL CONTENT    

4.1 INITIAL BOILING TEMPERATURE, °C, MIN 28

4.2 QUANTITY OF FRACTION BOILED OUT TO
TEMPERATURE OF 185°C. % VOL., MM 70

4.3 FINAL BOILING POINT, °C, MAX 370

5 DISSOLVED WATER CONTENT, %, MAX ABSENCE 0,5

6 COPPER PLATE TEST PASSES

7 ACTUAL PITCH CONTENT, MG/100 CM3, MAX 8000 10000



8 MECHANICAL IMPURITIES, WT. %, MAX 1,5

9 HARDENING TEMPERATURE, °C, MAX MINUS 1,5

10 SPECIFIC COMBUSTION HEAT, KJ/KG, MIN 8000

11 COKING, WT. %, MAX 10

12 ASH, WT. %, MAX 0,3

13 SULPHUR, WT % , MAX 3,5

14 HYDROGENE SULPHIDE, WT. % ABSENCE

15 WATER-SOLUBLE ACID AND ALKALI, PH 6 ÷ 11

16 KINEMATIC VISCOSITY AT 20°C, CST, MAX 10

17 ACIDITY, PH ABSENCE


